Patent Applicatic^fc: TELEPHONE TERMINAL APPARATU 
Inventor(s): Marc I. Lipton, et al. 
Attorney Docket No. and Serial No. 8285/291 and 09/383,775 
Replacement Drawings 
Page 3 of 5 



D METHOD 



(^^tartJ^) 
provide a telephone 

APPARATUS HAVING A FIRST 
AUDIO INPUT DEVICE. A 
SECOND AUDIO INPUT DEVICE. 

A FIRST AUDIO OUTPUT 
DEVICE AND A SECOND AUDIO 
OUTPUT DEVICE 



200 



COUPLE THE FIRST AUDIO 
INPUT DEVICE AND THE FIRST 
AUDIO OUTPUT DEVICE TO A 
FIRST TELEPHONE LINE 
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MUTING OF AUDIO 
INPUT IN RESPONSE 
TO HANDSET BEING 
REMOVED AND 
UNMUTING OF AUDIO 
INPUT IN RESPONSE 
TO HOOKSWITCH 
BEING RELEASED 



< 



PROVIDE A FIRST CALL USING 

THE FIRST AUDIO INPUT 
DEVICE AND THE FIRST AUDIO 
OUTPUT DEVICE 



3Z 



204 



RECEIVE A FIRST SIGNAL 



V 



MODIFY THE COUPLING BETWEEN 
THE FIRST AUDIO INPUT DEVICE 
AND THE FIRST TELEPHONE LINE 
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TRIGGER A SECOND. 
ON-DEMAND TELEPHONE LINE 
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COUPLE THE SECOND AUDIO 
INPUT DEVICE AND THE SECOND 
AUDIO OUTPUT DEVICE TO THE 
SECOND TELEPHONE LINE 
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PROVIDE DIAL TONE FROM THE 
SECOND TELEPHONE LINE 
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Fig. 3 
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RECEIVE AN OIH 
PLACE A SECOr 
THE SECOND TE 


rDIAL SIGNAL TO 
^JD CALL USING 
iLEPHONE LI NE 
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, Xs ^-220 


PROVIDE THE SECOND CALL 
USING THE SECOND AUDIO 
INPUT DEVICE AND THE SECOND 
AUDIO OUTPUT DEVICE 


> 


, X ^-222 


MONITOR THE FIRST CALL 
USING THE FIRST AUDIO 
OUTPUT DEVICE 


v 


, X ^-224 


RECEIVE A SECOND SIGNAL 




, X ^-226 


TERMINATE THE 


SECOND CALL 
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, X ^230 


UNCOUPLE THE SECOND AUDIO 
INPUT DEVICE AND THE SECOND 
AUDIO OUTPUT DEVICE FROM 
THE SECOND TELEPHONE LINE 




X "-232 


MODIFY THE COUPLING BETWEEN 
THE FIRST AUDIO INPUT DEVICE 
AND THE FIRST TELEPHONE LINE 


V 


X ^-234 


RETURN TO PROVIDE THE FIRST 
CALL USING THE FIRST AUDIO 
INPUT DEVICE AND THE FIRST 
AUDIO OUTPUT DEVICE 
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UNMUTING OF AUDIO 
INPUT IN RESPONSE 
TO HANDSET BEING 
REPLACED AND 
UNMUTING OF AUDIO 
INPUT IN RESPONSE 
TO HOOKSWITCH 
BEING DEPRESSED 




